[bookmark: _GoBack]Vehicle :      /scan/BENZ/     
Test Path :      Benz, Automatic selection, Auto Scan, Read codes, Event memory, Erase codes, Read codes, Read codes     
          
     P20B8  B6/2 (camshaft Hall sensor, left bank of cylinders) (P0340)     
Fault code (decimal)     184     
Fault frequency     1     
Fault Type      Signal is too large.      
'Check engine' indicator lamp     ON      
Engine load     19     %
Coolant temperature     84     °F
Selfadaptation in idle speed range, right bank of cylinders     0.000     ms
Self-adaptation factor in partial load operation, right cylinder bank     0.976     
Selfadaptation in idle speed range, left bank of cylinders     0.000     ms
Self-adaptation factor in partial load operation, left cylinder bank     0.999     
Engine speed     1250     1/min
Vehicle speed     0     mph
Intake manifold pressure      329     hPa
Intake air temperature     55     °F
Driving distance since fault memory was erased     0     miles
Time since engine start     0     min
Ignition angle     -1.5     °KW
Idle speed detection     ON      
Full load detection     OFF      
Deceleration recognition     OFF      
Secondary air injection pump     OFF      
Fuel tank cap     CLOSED      
Underspeed exit     NO      
Purge control     OFF      
Throttle valve angle     3.5     °DK
Fuel tank level     80     gallon
Lambda control, before TWC right     0.999     
Lambda control, before TWC left     0.999     
Status of Lambda control for right cylinder bank     Not active      
Status of Lambda control for left cylinder bank     Not active      
