
AR91.60-P-0200CW Remove/install driver knee airbag 25.11.2019

Model 204, 207, 212, 218

P91.60-4432-09

Shown with model 204.0

1 Cover 4 Steering column tube cover 6 Cover
2 Left A-pillar paneling 5 Additional fan air duct 7 Bolts
3 Instrument panel

8 Nut
9 Driver kneebag
10 Electrical connector
11 Nut
12 Left bracket
13 Right bracket
14 Bolts

P91.60-4433-06

Risk of injuryWarning  during testing and repair Do not expose pyrotechnical component parts AS91.00-Z-0008-01A 
operations related to pyrotechnical to temperatures above 100 °C or 212 °F. 
components Disconnect current supply when working on 

such component parts.
Topical note Notes on self-locking nuts and bolts AH00.00-N-0001-01A
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Topical note Information on preventing damage to AH54.00-P-0001-01A
electronic components due to electrostatic 
discharge
Information, assessment and legal AH91.00-Z-0000-10A
requirements when working with, handling and 
storing pyrotechnical components
Remove/install  

1 Switch on ignition and store transmitter key 
outside of transmission range (min. 2 m)

2 Disconnect battery ground line Model 207, 212, 218 AR54.10-P-0003EW
Model 204 AR54.10-P-0003CW

3 Remove cover (1) *110589035900  Mounting wedge

4 Remove left A-pillar trim (2) *110589035900  Mounting wedge
5 Remove instrument cluster Model 218 AR54.30-P-6015EL

Model 207, 212 AR54.30-P-6015EW
Model 204.9 AR54.30-P-6015CYA
 as of model year 2013
Model 204.0/2/3 AR54.30-P-6015CW
Model 204.9 AR54.30-P-6015CY
 up to model year 2013

6 Remove steering column tube module Model 212, 218 AR54.25-P-2802EW
Model 204, 207 AR54.25-P-2802CW

7 Unclip and remove steering column tube cover 
(4) in direction of arrow

8 Release additional fan air duct (5) at the Model 207 up to 5/31/13 AR82.85-P-0005EW
 up to model year 2014separating point and move to one side
 with code 512 (COMAND APS with DVD 
changer)
Model 207 up to 5/31/13
 up to model year 2014
 with code 527 (COMAND APS with single 
DVD drive (with navigation))
Model 212 up to 4/13/13
 up to model year 2014
 with code 512 (COMAND APS with DVD 
changer)
Model 212 up to 4/13/13
 up to model year 2014
 with code 527 (COMAND APS with single 
DVD drive (with navigation))
Model 207 as of 6/1/13 AR82.85-P-0005ELA
 as of model year 2014
 with code 512 (COMAND APS with DVD 
changer)
Model 207 as of 6/1/13
 as of model year 2014
 with code 527 (COMAND APS with single 
DVD drive (with navigation))
Model 212 as of 4/14/13
 as of model year 2014
 with code 512 (COMAND APS with DVD 
changer)
Model 212 as of 4/14/13
 as of model year 2014
 with code 527 (COMAND APS with single 
DVD drive (with navigation))
Model 218 as of 3/1/13
 as of model year 2014
 with code 512 (COMAND APS with DVD 
changer)
Model 218 as of 3/1/13
 as of model year 2014
 with code 527 (COMAND APS with single 
DVD drive (with navigation))
Model 218 as of 3/1/13
 as of model year 2014
 with code 528 (COMAND with DVD changer)
Model 218 as of 3/1/13
 as of model year 2014
 with code 531 (COMAND APS)
Model 218 up to 2/28/13 AR82.85-P-0005EL
 up to model year 2014
Model 204 AR82.85-P-0005CW
 with code 512 (COMAND APS with DVD 
changer)
Model 204
 with code 527 (COMAND APS with single 
DVD drive (with navigation))

9 Remove cover (6)
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10 Remove foam element in area of left bracket Model 204, 207, 212
(12)

11 Remove screw/bolts (7)
12 Unscrew nut (8) *BA91.60-P-1003-01M  Nut, kneebag to crossmember

13 Remove left bracket (12) Model 207
14 Unscrew nut (11) and remove right bracket *BA91.60-P-1003-01M  Nut, kneebag to crossmember

(13)

15 Remove screws/bolts (14) *BA91.60-P-1016-01M  Screw/bolt, kneebag to instrument panel 
(below the cover under instrument panel)

16 Remove instrument panel (3) in direction of  
vehicle interior with aid of a second person, Lift instrument panel (3) just far enough in the 
remove driver kneebag (9) from instrument direction of the vehicle interior that the driver 
panel (3) and guide into footwell until electrical kneebag (9) can be removed.
connector (10) can be disconnected The instrument panel (3) may be damaged 

otherwise.

17 Release and disconnect electrical connector *203589043300  Removal lever
(10), remove driver kneebag (9)

18 Install in the reverse order

Check 

19 Check and erase vehicle fault memory using After replacing the driver kneebag (9).
the diagnostic system

  Airbag

Number Designation Model 204.0/2/9 Model 204.3
BA91.60-P-1003-01M Nut, kneebag to crossmember Nm 8 8

  Airbag

Number Designation Model 207 Model 212
BA91.60-P-1003-01M Nut, kneebag to crossmember Nm 8 8

  Airbag

Number Designation Model 218
BA91.60-P-1003-01M Nut, kneebag to crossmember Nm 8

  Airbag

Number Designation Model 204.0/2/9 Model 204.3
BA91.60-P-1016-01M Screw/bolt, kneebag to instrument panel (below the cover under Nm 2 2

instrument panel)

  Airbag

Number Designation Model 207 Model 212
BA91.60-P-1016-01M Screw/bolt, kneebag to instrument panel (below the cover under Nm 2 3,9

instrument panel)

  Airbag

Number Designation Model 218
BA91.60-P-1016-01M Screw/bolt, kneebag to instrument panel (below the cover under Nm 3,3

instrument panel)
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110 589 03 59 00 203 589 04 33 00

Mounting wedge Removal lever
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