
Diagnosis Assistance System Copyright 1999 Daimler AG

Monday, August 06, 2018 21:13:54 Page 1/4
12/2016 (2016-10-06)\AddOns: ([6988) (7160) (7258) (6755) (6933) (7418) (7176) (6765) (7292) (6726) (6832)
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(7097) (6705) (6825) (6968) (6885) (6616) (6573) (6759) (6676) (6682) (6887) (6910) (7226) (6914) (6866) (7360)
(6886) (7233) (7108) (6953) (5226) (7267) (7121) (7201) (7063) (6599) (7049) (7216) (6649) (7055) (6774) (6724)
(7225) (6990) (6833) (6965) (6906) (6800) (7251) (6962) (6958) (7068) (7071) (6900) (7316) (7289) (6788) (6851)
(6709) (6948) (6983) (6769) (6714) (7190) (6924) (6889) (6921) (6911) (7012) (7150) (5225) (7164) (7198) (6588)
(6903) (6697) (6596) (6839) (7058) (6790) (7109) (6787) (7052) (6868) (7300) (6653) (7248) (6884) (7032) (6735)
(7046) (6876) (6630) (6806) (6904) (6659) (7458) (6867) (7008) (6946) (7184) (6879) (6841) (6912) (6570) (7142)

(7077) (6801) (6618) (6976) (7313]) 

VIN WDB2110701A123456 Model 
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164.175

Order number License plate

Full list of fault codes and events

B220200  EEPROM: checksum error  

P124088  The CAN bus has a malfunction. Bus OFF  

P179A09  The redundancy system for DIRECT SELECT has a malfunction. There is a 
component fault.  

P179A77  The redundancy system for DIRECT SELECT has a malfunction. The commanded 
position cannot be reached.  

P179A78  The redundancy system for DIRECT SELECT has a malfunction. The adaptation or 
adjustment is incorrect.  

P179B54  The actuator motor for DIRECT SELECT has a malfunction. Calibration is missing.  

P179B77  The actuator motor for DIRECT SELECT has a malfunction. The commanded 
position cannot be reached.  

P179C03  Control unit 'DIRECT SELECT' has a malfunction. There is a frequency or pulse 
width modulation fault.  

P179C09  Control unit 'DIRECT SELECT' has a malfunction. There is a component fault.  

P179C42  Control unit 'DIRECT SELECT' has a malfunction. There is a general memory error.  

P179C43  Control unit 'DIRECT SELECT' has a malfunction. There is an error in the additional 
memory.  

P179C44  Control unit 'DIRECT SELECT' has a malfunction. There is an error in the data 
memory.  

P179C45  Control unit 'DIRECT SELECT' has a malfunction. There is an error in the program 
memory.  

P179C46  Control unit 'DIRECT SELECT' has a malfunction. There is an error in the 
calibration or parameterization memory.  

P179C47  Control unit 'DIRECT SELECT' has a malfunction. There is a runtime error.  

P179C49  Control unit 'DIRECT SELECT' has a malfunction. There is an internal electrical 
fault.  
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P179C94  Control unit 'DIRECT SELECT' has a malfunction. There is an unexpected 
instruction.  

P179C96  Control unit 'DIRECT SELECT' has a malfunction. There is an internal component 
fault.  

P179D85  The redundancy system for DIRECT SELECT was activated. There is a signal 
above the permissible limit value.  

Event B210A00  The power supply in the system is too low.  

Event B210B00  The power supply in the system is too high.  

Event B210D00  The power supply is too low.  

Event B210E00  The power supply is too high.  

Event B226600  The drive authorization data are implausible.  

Event B228600  The calibration of the control unit has been lost or was not carried out.  

Event P179A12  The redundancy system for DIRECT SELECT was activated. There is a short 
circuit to positive.  

Event P179A16  The redundancy system for DIRECT SELECT was activated. The limit value 
for electrical voltage has not been attained.  

Event P179C16  Control unit 'DIRECT SELECT' has a malfunction. The limit value for 
electrical voltage has not been attained.  

Event P179C55  Control unit 'DIRECT SELECT' has a malfunction. The component is not 
configured.  

Event P179C64  Control unit 'DIRECT SELECT' has a malfunction. There is a component 
fault.  

Event P179D00  The redundancy system for DIRECT SELECT was activated.  

Event U010029  Communication with control unit 'combustion engine' has a malfunction. There 
is an invalid signal.  

Event U010031  Communication with control unit 'combustion engine' has a malfunction. The 
signal is not present.  

Event U010041  Communication with control unit 'combustion engine' has a malfunction. There 
is a general checksum error.  

Event U010068  Communication with control unit 'combustion engine' has a malfunction. There 
is incomplete information.  

Event U010087  Communication with control unit 'combustion engine' has a malfunction. The 
message is missing.  

Event U01008F  Communication with control unit 'combustion engine' has a malfunction. The 
signal or message is erratic.  

Event U010131  Communication with control unit 'Transmission' has a malfunction. The signal 
is not present.  

Event U010141  Communication with control unit 'Transmission' has a malfunction. There is a 
general checksum error.  

Event U010168  Communication with control unit 'Transmission' has a malfunction. There is 
incomplete information.  

Event U010187  Communication with control unit 'Transmission' has a malfunction. The 
message is missing.  

Event U01018F  Communication with control unit 'Transmission' has a malfunction. The signal 
or message is erratic.  
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Event U011129  Communication with control unit 'Battery' has a malfunction. There is an 
invalid signal.  

Event U011131  Communication with control unit 'Battery' has a malfunction. The signal is not 
present.  

Event U011168  Communication with control unit 'Battery' has a malfunction. There is 
incomplete information.  

Event U011187  Communication with control unit 'Battery' has a malfunction. The message is 
missing.  

Event U012102  Communication with ESP has a malfunction. There is a general signal fault.  

Event U012129  Communication with ESP has a malfunction. There is an invalid signal.  

Event U012131  Communication with ESP has a malfunction. The signal is not present.  

Event U012141  Communication with ESP has a malfunction. There is a general checksum 
error.  

Event U012168  Communication with ESP has a malfunction. There is incomplete information.  

Event U01218F  Communication with ESP has a malfunction. The signal or message is 
erratic.  

Event U012831  Communication with the electric parking brake has a malfunction. The signal 
is not present.  

Event U012841  Communication with the electric parking brake has a malfunction. There is a 
general checksum error.  

Event U012868  Communication with the electric parking brake has a malfunction. There is 
incomplete information.  

Event U012887  Communication with the electric parking brake has a malfunction. The 
message is missing.  

Event U01288F  Communication with the electric parking brake has a malfunction. The signal 
or message is erratic.  

Event U014668  Communication with the central gateway has a malfunction. There is 
incomplete information.  

Event U014687  Communication with the central gateway has a malfunction. The message is 
missing.  

Event U015531  Communication with the instrument cluster has a malfunction. The signal is 
not present.  

Event U015568  Communication with the instrument cluster has a malfunction. There is 
incomplete information.  

Event U015587  Communication with the instrument cluster has a malfunction. The message is 
missing.  

Event U016831  Communication with the electronic ignition lock has a malfunction. The signal 
is not present.  

Event U016841  Communication with the electronic ignition lock has a malfunction. There is a 
general checksum error.  

Event U016868  Communication with the electronic ignition lock has a malfunction. There is 
incomplete information.  

Event U016887  Communication with the electronic ignition lock has a malfunction. The 
message is missing.  

Event U01688F  Communication with the electronic ignition lock has a malfunction. The signal 
or message is erratic.  
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Event U041541  Communication with ESP has a malfunction. The signal or message is 
erratic.  

Event U041568  Communication with ESP has a malfunction. There is a general checksum 
error.  

Event U041587  Communication with ESP has a malfunction. CAN signal interference  

Event U04158F  Communication with ESP has a malfunction. The CAN message is 
implausible.  

Event U113B29  Communication with the DIRECT SELECT lever has a malfunction. There is 
an invalid signal.  

Event U113B31  Communication with the DIRECT SELECT lever has a malfunction. The signal 
is not present.  

Event U113B41  Communication with the DIRECT SELECT lever has a malfunction. There is a 
general checksum error.  

Event U113B68  Communication with the DIRECT SELECT lever has a malfunction. There is 
incomplete information.  

Event U113B8F  Communication with the DIRECT SELECT lever has a malfunction. The 
signal or message is erratic.  

Event U140900  An implausible left front wheel speed signal was received.  

Event U140A00  An implausible right front wheel speed signal was received.  

Event U140B00  An implausible left rear wheel speed signal was received.  

Event U140C00  An implausible right rear wheel speed signal was received.  

Event U142200  An implausible braking torque signal was received.  
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