
BF20.00-P-1000-02B Cooling system

Engine 119

  Cooling system

Number Designation Engine Engine 
119.960/972/982 in 119.970/971/980/981 

model 129 in model 140

BF20.00-P-1001-02B Cooling system Total filling capacity Without AC Liter 15 16,5

With AC Liter 15,5 16,5

Capacity of Without AC Liter 7,5 8,25
anticorrosion/
antifreeze agent down 

to -37 °C

With AC Liter 7,75 8,25

Filling capacity of Without AC Liter 8,25 9,0

anticorrosion/ 
antifreeze down to -45 
°C

With AC Liter 8,5 9,0

Sheet BB00.40-P-0310-01A BB00.40-P-0310-01A

Sheet BB00.40-P-0325-00A BB00.40-P-0325-00A

  Cooling system

Number Designation Engine 119.974/975 Engine 119.980/985 
in model 124 in model 210

BF20.00-P-1001-02B Cooling system Total filling capacity Without AC Liter 15,5 11

With AC Liter 15,5 11

Capacity of Without AC Liter 7,75 5,5

anticorrosion/
antifreeze agent down 
to -37 °C

With AC Liter 7,75 5,5

Filling capacity of Without AC Liter 8,5 6,0
anticorrosion/ 
antifreeze down to -45 

°C

With AC Liter 8,5 6,0

Sheet BB00.40-P-0310-01A BB00.40-P-0310-01A

Sheet BB00.40-P-0325-00A BB00.40-P-0325-00A
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