
AR61.20-P-1105R Remove/install bottom engine compartment paneling 30.10.08
MODEL  230 except CODE (P99) "AMG Black Series" special model

1 Right front engine compartment
paneling

2 Center front engine compartment
paneling

3 Left front engine compartment paneling
4 Engine compartment paneling below

engine
5 Engine compartment paneling below

transmission

P61.20-2019-06

Remove/install
Risk of deathDanger!  caused by vehicle slipping or Align vehicle between the columns of the AS00.00-Z-0010-01A
toppling off of the lifting platform. lifting platform and position the four support

plates at the lifting platform support points
specified by the vehicle manufacturer.

1 Lift vehicle with two-post lift
2 Unscrew bolts (arrows) from engine

compartment paneling below engine (5) and
remove paneling.

3 Unscrew bolts (arrows) from engine
compartment paneling below transmission (6)
and remove paneling

4 Unscrew bolts (arrows) from front center
engine compartment paneling (2) and remove
paneling

5 Unscrew bolts (arrows) from left front engine
compartment paneling (3) and right front
engine compartment paneling (1)

6 Remove left engine compartment paneling (3)
and right engine compartment paneling (1).

7 Install in the reverse order

Page 1 of 1© Daimler AG, 4/17/16, G/01/15, ar61.20-p-1105r, Remove/install bottom engine compartment paneling
MODEL 230 except CODE (P99) "AMG Black Series" special model


