
AZ88.50-P-0001R Retrofit AMG rear spoiler 17.3.10

MODEL  230

 Order AMG rear spoiler with paint code for 
vehicle to be retrofitted (see parts ordering 
note).

 The area on the trunk lid to be glued must 
be free of dust and grease. For cleaning, use 
mixture of IPA (Isopropanol alcohol) and 
water with a ratio of 50 : 50.
The maximum adhesive force is reached after 
approx. 72 hours at 20 °C!
Avoid any contact with moisture (e.g. rain, fog, 
carwash) within the first 24 hours.
Prevent any mechanical stress.

 After conversion, have proper installation 
confirmed by authorized workshop on form 
sheet "Excerpt from EU Model Approval".
The form sheet is to be kept in the vehicle and 
to be handed over to the responsible persons 
if required.

� Body kit, certificate Model 230.454/456/458/467/471/475/ OF88.00-P-1000-01LA
476/477
* For Germany only

 Install 

1 Retrofit AMG rear spoiler AZ88.50-P-0001-01R

Cleaner *BR00.45-Z-1025-04A

Repair materials

Number Designation Order number
BR00.45-Z-1025-04A Cleaner A 005 989 19 71

Parts ordering notes

Part no. Designation Quantity

A230 790 00 88 Rear spoiler (order with ES2 paint code, see EPC) 1

B6 603 65 43 Carbon rear spoiler 1
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